INNOVATIONS IN TELECOM WORLD

2.92mm Male to 2.92mm Female 4 Hole Flange Adapter ADP4001P-F1
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Electrical & Environmental

Impedance 50 ohm
Frequency Range 40 GHz
VSWR 1.2 max
Operating Temp -55°C to +165°C
Interface 2.92mm per MIL-STD-348
Material
Connector Body Passivated stainless steel
Center Contact Gold plated beryllium copper
Insulator PEI

Typical Test Data

File TracefChan Response MarkerfAnalysis Stimulus Utility Help
Tr 1 5171 5WA 010007 1.000 T 512 Lo 1.000dE/ 0.008
500
ot 1: 29.513 GHz 1.08
- > 1 37.403 GHz 10.29 dB
200
1.00
000 . e S !
1.00
200
200
400 1
o0 | — | | e e J\/‘
1 >Ch1: Start 50,0000 MHz — — Stop 40,0000 GHz
Tr 3 522 Swh 010007 1.000 Tr 4 521 Loghd 1.000dE/ 0.00dE
200
I > 1 29.613 GHz 1.09
. 1: 39.700 GHz 10.25 dB
1.70
160
150 :
1.40
1.30
1.20
1
110
100 | Lt '\-—\-\/Wq
2 Chi: Start 50,0000 MHz —— —— Stop 40,0000 GHz
— —
Cont.  CH1:. 512 C 2-Port Smooth=1.12% LCL

SRFS TELEINFRA www.srfsteleinfra.in info@sristeleinfra.in




